
Module Sharing  Creating Value

Shenzhen Dicolor Optoelectronics Co.,Ltd.

To be No.1 in LED display industry

AF SERIES

Single Person
Installation 

Front/Rear
Maintenance 

Curve Design Anti-DamageModular High Gray Scale
High Refresh Rate

38403840

400-6645-658

Shenzhen Dicolor Optoelectronics Co.,Ltd.
Address: No.13 Huiye Road, Tangjia Community, Fenghuang Street, 
Guangming District, Shenzhen, China
Tel: +86-755-29592940     Fax: -86-755-29604042
E-mail: inquiry@dicolor.cn   Website: www.dicolor.cn

05.2019



Appearance

Product  specifications

Product 

Pixel Pitch (mm)

Cabinet size (WxHxD/mm)

Cabinet Resolution

Cabinet Weight (Kg)

Brightness (Nits)

Refresh Rate (Hz)

Gray Scale (Bit)

IP Rating (Front/Rear)

Max./Avg Power Consumption(W/m2)

Curve

Modular design

Implement the universal switch of module, power box And module.

Reduce the need of maintenance

Double protection against bump and welding.

Module Sharing, Creating Value

The modules and control boxes are compatible in the 
same series product. And the modules can be also 
exchanged between straight and curved cabinet.

Humanized arc lock design (optional).

Originate creating Full front and black maintenance

Quick maintenance of different occasions.
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Accuracy

0.1mm

Steps
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